
A range of  d i rect-current motors wi th power,  re l iab i l i ty 

and durabi l i ty  features.  Using only top-qual i ty 

mater ia ls ,  PENTA is ideal  for  var iable-speed handl ing 

appl icat ions.  Avai lable wi th a wide range of  windings, 

as wel l  as d i f ferent mechanica l  conf igurat ions and 

opt ions,  PENTA is f lex ib le and adaptable to an 

extremely wide var iety of  speci f ic  needs.

PENTA DIRECT CURRENT MOTORS

FEATURE
45 – 900Wat t  power

IP54 pro tec t ion  ( IP  55 as  an  op t ion )

C lass  F  insu la t ion

Opt ions : tacho  genera to r, b rake , encoder

CE cer t i f i ed  

Motor type
Watt power at 3000 Rpm

(W)
Rated speed torque 

(Nm)
Voltage 

(Vdc)
Diameter D 

(mm)
Lenght L 

(mm)

PENTA 1S 45 0.14

f rom 24 to  180 57.8

109.5

PENTA 1M 70 0.22 136

PENTA 1L 95 0.30 183.5

PENTA 4S 300 0.95 f rom 12 to  180

116

197.5

PENTA 4M 600 1.9 f rom 24 to  180 227.5

PENTA 4L 900 2.86 f rom 24 to  180 257.5

PENTA 5X 100 0.32 f rom 12 to  180

83.5

144.5

PENTA 5XS 150 0.48 f rom 12 to  180 177.5

PENTA 5S 200 0.64 f rom 12 to  180 212.5

PENTA 5SL 300 0.96 f rom 24 to  180 229

PENTA 5M 360 1.15 f rom 36 to  180 267.5

PENTA 5L  500 1.6 f rom 48 to  180 322.5




